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New goals need new solutions

GRATA FLOOR TYPE MILLING MACHINE

Precise coordinate milling, drilling,
boring and thread cutting.
Headstock
RAM size mm 500 x 500
Spindle speed range R.P.M. | 10- 5,000
Main motor power max. kw 37
Max. torque on driving shift Nm 1,200
RAM stroke Z mm 1,500
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Machining of box-type, flat-type and spatially
: intricate components of cast iron, cast steel, stee |
Working and other chip-machinable materials, especially
space for the components of big sizes and weights.
Feeds
Column transversal travel X mm | 5,000 — 25,000* —
] 1,600; 2,000; Feed range mm.min 1-15,000
Headstock vertical travel Y mm 2,500: 3,000 Rapid traverse — X, Y axes mm.min™" 25,000
* modules of 2,000 mm Rapid traverse — Z axis mm.min’* 15,000
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HEADSTOCK

ANOTHER OPTIONAL
There is traveling RAM in the headstock which ACCESSORIES:
can be equipped with following accessories

which enlarge the field of applications: - automatic PICK -UP station
_ - facing heads

- UD 4 floor plate

- clamping devices

- tool cooling kit

- chip conveyor(s)

- additional rotary tables
- additional pull stud kits
- measuring probes
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Spindle extension
5,000 R.P.M., 37 kW, 1 200 Nm

HUI 50 — universal milling head
3,000 R.P.M., 28 kW, 1 000 Nm

HOI 50 — orthogonal milling head
4,000 R.P.M., 37 kW, 1 200 Nm

HV/E-H - fork -type milling head with electro -spindle
20,000 R.P.M., 43 kW, 60 Nm

HV/V — fork -type milling head
3,500 R.P.M., 22 kW, 500 Nm
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FURTHER INFORMATION
YOU CAN FIND ON OUR
NEW WEB PAGES
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